
VARDA-300 VARDA-500 VARDA-530
single-
colour

RGB single-
colour

RGB single-
colour

RGB

Suitable for furniture mounting

yes yes yes

Safety class 3 - low-voltage protection

yes yes yes

Suitable for mounting on normally fl ammable 
surfaces, e.g. on wood and chipboard materi-
als which are more than 2 mm thick

yes yes yes

Protected against spraying water

yes - -
Protected against splashing water

- - yes
Only suitable for indoor use

yes yes yes

Compliant with the applicable European CE 
directives

Available accessories
Article Article number

VARDA-300 VARDA-500 VARDA-530

single-colour / 
RGB

single-colour / 
RGB

single-colour / 
RGB

Power supply 
connector

88587/88687 88594, 88694
          /88597

88595/88597

Flex connector 88588/88688 88577/88578,
           88598

88596/88578,
           88598

Mounting clips 88589 - 88593
Mounting track - 88579/88599 -

RGB controller 88480

Power supply 
units, 12V con-
stant

88460 – 88471

Installation

Risk of electric shock!
Switch off voltage prior to installation. Ensure that voltage 
cannot be accidentally switched on again.

First connect the RGB LED strip to an RGB controller 
and then to the power supply (not included).

Installation – VARDA-300
Screw or glue the mounting clips to a suita-
ble surface.
Push the LED strip into the mounting clips.
Attach the power supply connector and then 
connect to the power supply.

Installation – VARDA-500

Caution!
Do not press on the LEDs directly.

Screw or glue the mounting tracks to a suit-
able surface.
Press the LED strip into the mounting tracks.
Insert the power supply connector and then 
connect to the power supply.

Installation – VARDA-530
Screw or glue the mounting clips to a suita-
ble surface.
Push the LED strip into the mounting clips.
To align the LED strip turn it in the desired 
direction.
Insert the power supply connector and then 
connect to the power supply.
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VARDA-300 / VARDA-500 / VARDA-530
The LED strips are only suitable for indoor installation in dry 
rooms.

Risk of electric shock! 
Be sure to have a professional electrician complete installa-
tion. There is no warranty coverage for any light installations 
which do not comply with European safety directives.

Caution!
Only connect the LED strips to a suitable power supply.
Connect LED strips in parallel.

Delivery includes:
VARDA-300 VARDA-500 VARDA-530
single-colour / 
RGB

single-colour / 
RGB

single-colour / 
RGB

LED strip 1 × 1 × 1 ×
Power supply 
connector

- 1 × 1 ×

Mounting clips 2 × 2 × 2 ×

Technical data
VARDA-300 VARDA-500 VARDA-530
single-
colour

RGB single-
colour

RGB single-
colour

RGB

Power supply 12V power supply with constant output volt-
age

Max no. of 
LEDs per 
connection

15 12 10 12 10

Output [W] 2.1 2.4 3.6 2.4 3.6
Current rating [A] 0.175 0.2 0.3 0.2 0.3
View angle 120° 120° 90° 120°
Length [mm] 300 500 500 530
Width [mm] 10 8 11.7 16
Protection 
rating

IP33 - IP44
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